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Standard Features:

Table of Filtration Grades of the Discs and Color Code

Arkal’s distinctively developed disc fi ltration 

technology operates using thin, colorcoded 

polypropylene discs of a specif ic micron 

size. The discs are diagonal ly grooved on 

both sides, in opposite directions. A series 

of discs are stacked and compressed on a 

specially designed spine.

Filtration Process:

SpinKlin® Technology -
Fully Automatic Disc Filter

Color Code Blue Yellow Red Black Brown Green Purple Gray

Micron 400 200 130 100 70 55 40 20

Mesh 40 80 120 140

Diagonally Grooved Disc Filtration

Disc Filtration Technology

Backwash Process:

Standard Features:



3 4

Special Features:

Inlet/Outlet Connection Flow Capacity Operation

2” 10-20 m3/h
Fully automatic

disc filtration unit

2” SpinKlin®
Automatic Compact (stand alone) Disc Filter

Technical Data

3

3

3

2

3

Standard Features:
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Special Features:

Technical Data 2 Units 3 Units 4 Units

3 3 3

3 3 3

3 3 3

3 3 3

2 2 2

3 3 3

3” 4” 4”

2” SpinKlin®
Automatic Disc Filter Systems

Inlet/Outlet Connection Flow Capacity Operation

2”- 6” 20-120 m3/h
Modular, fully 
automatic disc 

filtration

Standard Features:
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Special Features:

Technical Data 3 Units 4 Units 5 Units

3 3 3

3 3 3

3 3 3

3 3 3

2 2 2

3 3 3

6” 6” 6”

3” SpinKlin®
Automatic Disc Filter Systems

Inlet/Outlet Connection Flow Capacity Operation

4”- 8” 90-200 m3/h
Modular, fully 
automatic disc 

filtration

Standard Features:
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Special Features:

Technical Data 3 Units 4 Units 5 Units 6 Units

3 3 3 3

3 3 3 3

3 3 3 3

3 3 3 3

2 2 2 2

3 3 3 3

10” 10” 12”

4” SpinKlin® Galaxy
Automatic Disc Filter Systems

Inlet/Outlet Connection Flow Capacity Operation

8”- 16”
200-3,000 m3/h

and higher

Modular, fully 
automatic disc 

filtration

Standard Features:
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Special Features:

Technical Data 4 Modules
System

5 Modules
System

6 Modules
System

7 Modules
System

8 Modules
System

3 3 3 3 3

3 3 3 3 3

3 3 3 3 3

3 3 3 3 3

2 2 2 2 2

3 3 3 3 3

12” 12” 12” 12” 12”

The number of filters in the modules of a specific system is 
determined according to the system designed flowrate and
may range between 2 to 12.

6” SpinKlin® Galaxy
Automatic Disc Filter Systems

Inlet/Outlet Connection Flow Capacity Operation

12”
800 m3/h
and higher

Modular, fully 
automatic disc 

filtration

Standard Features:

ange between 2 to 12.
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Special Features:

Technical Data 3 Units 4 Units 5 Units 6 Units 7 Units 8 Units

3 3 3 3 3 3

3 3 3 3 3 3

2 2 2 2 2 2

3 3 3 3 3 3

3 3 3 3 3 3

6” 6” 10” 10”

3”-4” SpinKlin® Angle Apollo
Automatic Disc Filter Systems

Inlet/Outlet Connection Flow Capacity Operation

6”- 8”
90-360 m3/h

and higher

Modular, fully 
automatic disc 

filtration

Standard Features:
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Special Features:

Technical Data 3 Units 4 Units 5 Units 6 Units 7 Units 8 Units

3 3 3 3 3 3

3 3 3 3 3 3

2 2 2 2 2 2

3 3 3 3 3 3

3 3 3 3 3 3

10” 10” 10” 12” 12”

4” SpinKlin® Twin Apollo
Automatic Disc Filter Systems

Inlet/Outlet Connection Flow Capacity Operation

8”- 12”
180-600 m3/h

and higher

Modular, fully 
automatic disc 

filtration

Standard Features:
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Special Features:

Technical Data 3 Units 4 Units 5 Units 6 Units

3 3 3 3

3 3 3 3

3 3 3 3

— — 3 3

2 2 2 2

3 3 3 3

12” SpinKlin® Galaxy Super Flow
Automatic Disc Filter Systems

Inlet/Outlet Connection Flow Capacity Operation

12”
1,500 m3/h
and higher

Modular, fully 
automatic disc 

filtration

Standard Features:
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Manual Disc Filters  3/4” - 1” - 1 1/2” 

3/4” Technical Data 3/4”

3

2

3

Ø

1” Technical Data 1” 1” Super

3 3

3 3

2 2

3 3

Ø

1 1/2” Technical Data 1 1/2” 1 1/2” Super

3 3

3 3

2 2

3 3

Ø

3/4” 1” 1” Super 1 1/2” 1 1/2” Super

Inlet/Outlet Connection

3/4”- 1”- 1 1/2”

Standard Features:
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Technical Data

2” Line/Dual Technical Data

3

3

3

3

2

3

Ø

3” Twin Technical Data

3

3

3

3

2

3

Ø

2” Dual 3” Twin

Special Features:

Manual Disc Filters 2”-3” 

Inlet/Outlet Connection

2”- 3”

Standard Features:
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Manual Disc Filters 2”-3” Leader

Technical Data

2” Leader Technical Data

3

3

3

3

2

3

Ø

3” Leader Technical Data

3

3

3

3

2

3

Ø

2” Leader 3” Leader

Special Features:

Inlet/Outlet Connection

2”- 3”

Standard Features:
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Manual Disc Filters 

2” Dual Lite, 3” Twin Lite

3” Twin Lite

Technical Data

2” Dual Lite Technical Data

3

3

3

3

2

3

Ø

3” Twin Lite Technical Data

3

3

3

3

2

3

Ø

Special Features:

Inlet/Outlet Connection

2”- 3”

2” Dual Leader

Standard Features:

3” Twin Lite
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Manual Disc Filters 

3”- 4” Super Angle

3” Super Angle 4” Super Angle

3” Super Angle Technical Data

3

3

3

2

3

Ø

4” Super Angle Technical Data

3

3

3

2

3

Ø

Special Features:

Inlet/Outlet Connection

3”- 4”

Standard Features:



30

4” Super Leader Technical Data

3

2

3

Ø

6” Super Leader Technical Data

3

2

3

Ø

Special Features:

Manual Disc Filters 

4”- 6” Super Leader

Inlet/Outlet Connection

4”- 6”

4” Super Leader 6” Super Leader

Standard Features:
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PSA Series - Polymeric 

Semi-Automatic Screen Filters

Model Number
Operations Pressure Connection

Size (inch)
Screen

Area (cm2)
Max. Flow

Rate (m3/h)*
Weight

(kg)Min. bar Max. bar

1 10 3 60 12

1 10 3 60 12

1 10 3 60 13

1 10 4 13

1 10 4 14

1 10 4 110 26

1 10 6 140

AKSP
L 
T

V 
F
S 

4” - 6” Super Leader3” - 4” Angle

Standard Features:

Special Features:

Inlet/Outlet Connection

3” - 4”- 6”
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Sand Separator Systems

2” Sand Separator 2” Sand Separator Batteries

2” Sand Separator Technical Data

3

Special Features:

2” Sand Separator Batteries Technical Data 2 Units 3 Units 4 Units

3 3 3

Inlet/Outlet Connection

2” sand separator
Modular design

in batteries 3”-10”

Standard Features:
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A.G.F Media Filters and Batteries

48” AGF 48” AGF Batteries

48” AGF Technical Data

3

Special Features:

48” AGF Batteries Technical Data 2 Units 3 Units 4 Units 5 Units 6 Units

3 3 3 3 3

2 2 2 2 2

Inlet/Outlet Connection

48” tank diameter
4” inlet/outlet 

diameter

Standard Features:
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Special Features:

2” Compact SpinKlin® L.C.E.
Automatic Disc Filter

Standard Features:

Filter that can flush at:

1.5 bar - (22 psi)

Technical Data

3

60o 140o

4-11 4-11

Technical Data

3

3

2 2

3 3
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Special Features:

2” SpinKlin® L.C.E.
Automatic Disc Filter

Standard Features:

Filter that can flush at:

1.5 bar - (22 psi)

Technical Data

3

60o 140o

4-11 4-11

Technical Data 3 Units 4 Units 5 Units 6 Units

3 3 3 3

3 3 3 3

2 2 2 2

3 3 3 3

Technical Data 3 Units 4 Units 5 Units 6 Units

2 2 2 2

3 3 3 3
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Special Features:

3” SpinKlin® L.C.E.
Automatic Disc Filter

Standard Features:

Filter that can flush at:

1.5 bar - (22 psi)

Technical Data

3

60o 140o

4-11 4-11

Technical Data 3 Units 4 Units 5 Units 6 Units

3 3 3 3

3 3 3 3

2 2 2 2

3 3 3 3

Technical Data 3 Units 4 Units 5 Units 6 Units

2 2 2 2

3 3 3 3
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Special Features:

3” SpinKlin® Apollo Angle L.C.E.
Automatic Disc Filter

Standard Features:

Filter that can flush at:

1.5 bar - (22 psi)

Technical Data

3

60o 140o

4-11 4-11

Technical Data 3 Units 4 Units 5 Units 6 Units

3 3 3 3

3 3 3 3

2 2 2 2

3 3 3 3

Technical Data 3 Units 4 Units 5 Units 6 Units

2 2 2 2

3 3 3 3
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Special Features:

4” SpinKlin®Apollo Twin L.C.E.
Automatic Disc Filter

Standard Features:

Filter that can flush at:

1.5 bar - (22 psi)

Technical Data

3

60o 140o

4-11 4-11

Technical Data 3 Units 4 Units 5 Units 6 Units

3 3 3 3

3 3 3 3

2 2 2 2

3 3 3 3

Technical Data 3 Units 4 Units 5 Units 6 Units

2 2 2 2

3 3 3 3
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